S «Det ar lampligt att denna information

overlamnas till anvandaren av anlaggningen.

G B » Itis appropriate that this information

is passed on to the user of the installation.

D » Diese informationen sind fiir den Benutzer
der Anlage versgesehen.

S F.Témé ohje on suositeltavva luovuttaa.

-
S =Om armaturens kabel skulle skadas

eller om armaturen inte fungerar som den
ska, skall dessa komponenter
kontrolleras/bytas av tillverkaren eller av
tillverkaren utsedd person.

GB.If the luminaire cable is damaged
or if the luminaire is not working properly.
shall exclusively be checked/replaced by

the manufacturer or by the manufacturer

designated person.
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L
O N Grundlaggande Isolering
g o S mellan nat och styrledning
+ Basic insulation between
g gi_ GB mains and contral wiring

Montageanvisning \Worker Linear System
Assembly instruction Worker Linear System

1. Las armaturerna mha

excenterlas.

Lock luminaires with help of
excenterlock.

2. Anslut snabbkontakterna

Connect quick connectors
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"The light source shall only be replaced by the manufacturer or his designated person.”
Ljuskallan ska enbart bytas ut av tillverkaren eller hans utsedda person

General illustration of light angle
when using asymmetric louvre
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view

MAO0115

2017-06-14
JOBR



START

1157 1 2277

SYSTEM
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END
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S .« Det ar lampligt att denna information

R " ; R . D . Diese informationen sind fir den
overlamnas till anvandaren av anlaggningen.

G B Benutzer der Anlage versgesehen.

« Itisappropriate that this information
. pprop . . S F . Tamé ohje on suositeltavva luovuttaa.
is passed on to the user of the installation.

Montageanvisning Suspension 209638
Assembly instruction Suspension 209638
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